
   

 

 

 

Overboard Valve 
Angle Type, Flanged Ends 

 
454102 

PN16/PN10 
 

  
 

 

Description: Angle type, ductile body, metal seated screw down stop 
valve, rising stem, bolted bonnet, raised faced flanged. 

 

Application: Used mainly for discharge of water. Keeps the system 
pressured and minimises cavitation. Adjustable pressure 0.1-0.5 bar 

 

Standard & Design:  
Flange Standard: 
Face To Face Standard: 
Bonnet: 
Execution: 
Flanges Drilled: 
 

 
EN 1092-2 
EN 558, series 8 
Bolted 
Angled 
PN16 (DN15-DN125) 
PN10 (DN150-DN300) 

 

Variations: 454102-SDSL=Fixed Disc 
454102-SDNR=SDNR 

  

Max. Working Pressure (bar) at ᵒC: 
DN Connection up to 120ᵒC 180ᵒC  
15 - 125 PN16 16 10  
150 - 200 PN10 10 6 
250 - 300 PN10 6 4 
 
 
Material: 
No Part  Material Code 
1 Body Ductile Iron EN-JS1030 (GGG40.3) 
2 Seat Bronze CC491K (RG5) 

3 Disc (DN15-65) Bronze CC491K (RG5) 
3 Disc (DN80-300) Ductile Iron EN-JS1030 (GGG40.3) 

4 Bonnet Gasket Graphite - 
5 Bonnet Ductile Iron EN-JS1030 (GGG40.3) 

6 Gland Packing Graphite - 
7 Bridge Ductile Iron EN-JS1030 (GGG40.3) 

8 Stem Special Brass CW710R (SoMs59) 
9 Spring Stainless Steel SH 
10 Columns Stainless Steel 1.4021 (AISI420) 
11 Handwheel Cast Iron EN-JL1025 (GG25) 
    
 
 

DN Pressure Rating Connection L D H M Kg 
15 PN16 PN16 90 95 245 120 4.0 
20 PN16 PN16 95 105 245 120 4.2 
25 PN16 PN16 100 115 253 140 5.0 
32 PN16 PN16 105 140 274 140 7.0 
40 PN16 PN16 115 150 346 160 10.0 
50 PN16 PN16 125 165 360 160 13.0 
65 PN16 PN16 145 185 381 180 17.0 
80 PN16 PN16 155 200 462 200 23.0 
100 PN16 PN16 175 220 500 225 35.0 
125 PN16 PN16 200 250 565 250 55.0 
150 PN10 PN10 225 285 684 300 72.0 
200 PN10 PN10 275 340 715 400 112.0 
250 PN6 PN10 325 395 810 520 230.0 
300 PN6 PN10 375 445 750 520 320.0 

All measurements in mm. Weights are approximations 
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