
   

 

 

 

Globe Valve 
Angle Type, Flanged Ends 

 
457522 

PN10/PN16 
 

  
 

 

Description: Angle type, bronze body, metal seated screw down 
stop valve, rising stem, bolted bonnet, flanged connection 

 

Application: Start/stop and throttling of; sea water, water, steam, 
condensate and oils; fuel oil lubricating oil, cargo oil, etc 

 

Standard & Design:  
Flange Standard: 
Face To Face Standard: 
Bonnet: 
Execution: 
Flanged Drilled: 

 
EN 1092-3 (DIN 2501) 
- 
Bolted 
Angled 
PN16 (DN15-DN125) 
PN10 (DN150) 

 

Variations: 457522-SDSL=Fixed Disc 
457522-SDNR=SDNR 

  

Options: Regulating Disc 
  
Max. Working Pressure (bar) at ᵒC:  

DN up to 120ᵒC up to 225ᵒC (steam up to 180ᵒC) 

15 - 125 16 10 

150 10 6 

 

 

 

 
 

Materials: 

No Part  Material Code 

1 Body Bronze CC491K (RG5) 

2 Bonnet Bronze CC491K (RG5) 

3 Disc (DN15-32) Special Brass CW710R (SoMs59) 

3 Disc (DN40-150) Bronze CC491K (RG5) 

4 Stem Special Brass CW710R (SoMs59) 

5 Bonnet Gasket NBR Bonded Aramid 

6 Handwheel (DN15-80) Steel Plate - 

6 Handwheel (100-150) Cast Iron EN-JL1040 (GG25) 

 

 

 

 

 
DN Pressure Rating Connection L D H M Kg 
15 PN16 PN16 65 95 135 80 2.2 
20 PN16 PN16 70 105 140 80 3.0 
25 PN16 PN16 75 115 155 80 3.7 
32 PN16 PN16 90 140 160 100 5.0 
40 PN16 PN16 95 150 180 120 7.0 
50 PN16 PN16 105 165 190 120 8.8 
65 PN16 PN16 115 185 210 160 13.0 
80 PN16 PN16 125 200 230 160 17.0 
100 PN16 PN16 140 200 280 250 24.0 
125 PN16 PN16 175 250 315 250 35.0 
150 PN10 PN10 200 285 340 250 51.0 

All measurements in mm. Weights are approximations 
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