
Description
Globe valve with shut off or screw down non return (SDNR) function.
Stem sealing of bellow type. Metal sealing. Rising stem type.

Specifications
Flange standard:Flange standard: EN 1092-2

Face to face standard:Face to face standard: EN 558, series 1

Bonnet connection:Bonnet connection: Bolted

Execution:Execution: Straight

Connection type:Connection type: Flanged

Operation:Operation: Handwheel

Actuation:Actuation: Multiturn

Application
Temperature range -10°C to +350°C.

Media
Flammable media. Steam. Thermal oil. Fuel oil, lubricating oil and
flammable hydraulic oil. Cargo oil. Air. Non-flammable hydraulic fluid.
Boiler feedwater, condensate. Seawater and freshwater.

467402 Globe valve straight product image.jpg

Material
No.No. PartPart MaterialMaterial

1 Body Ductile iron EN-JS1030 (GGG40)

2 Seat Stainless steel X12Cr13 1.4006

3 Disc Stainless steel X12Cr13 1.4006

4 Bellow X6CrNiMoTi-17-12-2 1.4571

5 Gasket Graphite + CrNiSt

6 Gland Graphite

7 Bonnet Ductile iron EN-JS1020 (GGG40.3)

8 Stem Stainless steel 1.4021 (AISI420)

9 Handwheel Steel
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Stop valve
DNDN Item no.Item no. Pressure ratingPressure rating ConnectionConnection LL DD HH MM Weight (kg)Weight (kg) ColorColor

15 93324 PN 16 PN 16 130 95 178 125 3.2 Blue RAL 5002

20 93325 PN 16 PN 16 150 105 178 125 3.9 Blue RAL 5002

25 93326 PN 16 PN 16 160 115 193 125 5.0 Blue RAL 5002

32 93327 PN 16 PN 16 180 140 201 125 6.7 Blue RAL 5002

40 93328 PN 16 PN 16 200 150 224 150 9.3 Blue RAL 5002

50 93329 PN 16 PN 16 230 165 228 150 11.5 Blue RAL 5002

65 93330 PN 16 PN 16 290 185 270 175 16.3 Blue RAL 5002

80 93331 PN 16 PN 16 310 200 295 200 21.4 Blue RAL 5002

100 93332 PN 16 PN 16 350 220 325 250 36.0 Blue RAL 5002

125 93333 PN 16 PN 16 400 250 380 300 51.5 Blue RAL 5002

150 93334 PN 16 PN 16 480 285 427 400 78.0 Blue RAL 5002

200 93335 PN 16 PN 16 600 340 569 500 130.5 Blue RAL 5002
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